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PEPL/NKCBM/HSE/MOEF/2020/8 09" October 2020

To,

The Ministry of Environment, Forest and Climate Change
Regional Office, Ranchi;

Bunglow No. A-2, Shyamali Colony;

Doronda, Ranchi - 834002

Subject: Six Monthly Compliance Report of “Development of North Karanpura CBM
Block NK-CBM-2001/1 in Jharkhand” for the period ending 30" September 2020.

Ref: MoEF F.No. J-11011/228/2012-All (1) dated 12*" May 2015

Dear Sir,
Kindly find attached here with the six monthly compliance report with respect to the
above EC for favor of your kind information.

Thanking you.

Yours truly,
For Prabha Ener

Enclosure: Six Monthly Compliance Report (Period ending 30" September 2020)
along with Annexures.

CC:
1. The Member Secretary, Jharkhand State Pollution Control Board, T.A.Division
Building, HEC Complex, Dhurva, Ranchi - 834004

2. Scientist ‘E" & Incharge, Zonal Office Kolkata, Central Pollution Control Board,
Southern Enclave, Block 502, 5" & 6" Floor, 1582 - Rajdanga Main Road, Kolkata -
700107

egd Office: 12A Abhishree Corporate Park, Opp. Swagat BRTS Bus Stop, Ambli-Bopal Road, Ahmedabad-380058.
‘el: (02717) 298510, 9909009898 Fax: (02717) 298520, Email:info@prabhaenergy.com,CIN:U 40102 GJ2009~ PTC 057716
Ranchi Office: 4th Floor, Rishab Complex,Opposite Ashoknagar Road No 4,Landmark: Above Bank of India, Ranchi - 834 002



EC Compliance Report - Development of North Karanpura Coalbed Methane (CBM) Block NK-CBM-2001/1 of ONGC/PEPL/IOCL Located in
Hazaribagh District of Jharkhand State

Name of the Project: Development of North Karanpura Coalbed Methane (CBM) Block NK-CBM-2001/1 - Environment Clearance
Clearance Letter : J-11011/228/2012-IAll (1) Dated 12th May 2015 from MoEF
Period of Compliance Report: Progressive : Six monthly compliance report for the period April 2020 to September 2020

SL.NO.

Conditions/ Guide lines

Status of Compliance

Specific Conditions

Page -1

Compensation for the land acquisition to the land ousters, if any, and
also for standing crop shall be paid as per the National Resettlement
and Rehabilitation Policy (NRRP) 2007 or State Government norms. It
may be ensured that compensation provided shall not be less than
the norms of the NRRP, 2007.

Land is being acquired through proper procedure and applicable laws
through district administration.

Since only small patches of land are required, the land acquisition
process does not cause any displacement and therefore no RR is
required.

The surface facilities shall be installed as per the applicable codes and
standards, international practices and applicable local regulations.

Surface facilities under installation are as per the OMR 2017 and OISD
codes and standards and international practices.

Ambient air quality shall be monitored near the closest human
settlements as per the National Ambient Air Quality Emission
Standards (NAAQES) issued by the ministry vide GSR NO 826(E) dated

16" November 2009 for PM10, PM2.5, SO2, NOX, CO, CH4, VOCs, HC,
Non-Methane HC etc. Efforts shall be made to improve the ambient
air quality of the area.

e NABL accredited lab for monitoring of ambient air quality has been
commissioned for periodic monitoring.

e Air quality monitoring has been carried out at 3 locations. Previously
reports were shared with JSPCB and reports of the same is enclosed as
Annexure-1.

e All efforts shall be made to improve the ambient air quality of the
area.

The flare shall be designed as per good oilfield practices and Oil
Industry Safety Directorate (OISD) guidelines. The company shall take
necessary measures to prevent fire hazards and soil remediation as
needed. At the place of ground flaring, the fire pit shall be lined with
refractory bricks and efficient burning system. In case of overhead
flare stacks, the stack height shall be provided as per the regulatory
requirements and emission from stacks shall meet the MoEF/CPCB

* The flare is designed as per good oilfield practices and OISD guidelines
* Fire-fighting equipment are provided at the site as per the provisions
of OISD-189

* Soil remediation is not required as there is no oil spillages associated
with CBM gas extraction

* The overhead flare stacks are installed as per the MOEF/CPCB
guidelines.

guidelines.
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The company shall make the arrangement for control of noise from
drilling activity and DG/GG sets by providing necessary mitigation
measures such as proper acoustic enclosures to DG/GG sets and meet
the norms notified by the MoEF. Height of all the stacks/vents shall be
as per the CPCB guidelines.

*M/S NETEL India, a NABL accredited laboratory has been
commissioned for periodic noise monitoring. Results of noise
monitoring are given in Annexure - 2.

* All DG/GG sets have proper acoustic enclosures and meet the norms
notified by MOEFCC.

» Height of all the stacks/vents is are kept as per the CPCB guidelines.

e Ambient noise data shows that day and night levels are within the
permissible limits as per Noise Rules and Regulations

The company shall comply with the guidelines for disposal for solid
waste, drill cuttings and drilling fluids for onshore drilling operation
notified vide GSR, 546(E) dated 30th August 2005.

e CBM drill cuttings do not carry any oil traces and are non-hazardous.

e The drill cuttings are inert material and are being used for
construction activities like back filling of low lying areas, construction of
well pads, road filling etc.

e The drilling fluid after solid-liquid separation is recycled or evaporated
in HDPE lined pits.

Total fresh water requirement shall not exceed (25 cum/day) for each
well during drilling phase and prior permission shall be obtained from
the competent authority and a copy submitted to the Ministry’s
Regional office at Bhubaneswar/Ranchi.

Total fresh water requirement does not exceed 25 cum/day for each
well during drilling phase.

During well drilling waste water shall be segregated into waste drilling
fluid and drill cuttings. Drill cuttings shall be stored onsite impervious
HDPE lined pit for solar evaporation and drying. Effluent shall be
properly treated and treated effluent shall conform to CPCB
standards. The produced water shall be stored onsite HDPE lined pit
for solar evaporation and reuse in drilling of new wells and fire
hydrant system. Domestic effluent shall be disposed off through
septic tank followed by soak pit.

e Drill cuttings are stored onsite in impervious HDPE lined pits for solar
evaporation and drying.

e The produced water conforms to CPCB norms and is either stored onsite in
HDPE lined pits for solar evaporation and reuse in drilling of new wells and fire
hydrant systems or discharged in nearby nallas/rivulets following naturall
topography.

e Effluents shall be properly treated, if required, as per the CPCB standards.

e Domestic effluents are disposed off through septic tanks followed by soak

pit.
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9

Ground water monitoring shall be done to assess if produced water
storage or disposal has any effect.

Ground water is being regularly monitored to ensure that the produced
water storage or disposal has no effect. Reports attached in Annexure 3.

10

Drilling waste water including drill cuttings, wash water shall be
collected in disposal pits lined with HDPE lining, evaporated or
treated and shall comply with the notified standards for onshore
disposal on land. Proper toxocological analysis shall be done to ensure
there is no hazardous material. Copy of toxicological analysis shall be
submitted to Ministry’s Regional Office at Bhubaneswar.

e Drilling waste water including drill cuttings, wash water are collected|
in disposal pits lined with HDPE lining and naturally evaporated.

e Drill cuttings are analysed and the taxological analysis report is
attached as Annexure 4.

¢ Produced water analysis is given in Annexure 5.

e The analysis report shows that the drill cuttings and waste water
complies with the standards set forth in " Standards for Onland
Disnosal"

11

Only water based drilling mud shall be used. The drilling mud shall be
recycled. Hazardous waste shall be disposed of as per Hazardous
waste (Management, Handling and Transboundary Movement) Rules,
2008. The recyclable waste (oily sludge) and spent oil shall be
disposed of to the authorized recyclers/re-processors.

In CBM drilling process, only water based drilling mud (WBM) is used.
The mud so used is recycled for further drilling.

No Hazardous wastes are generated in the process

However, water is recycled for drilling.

12

The Company shall take necessary measures to prevent fire hazards,
containing oil spill and soil remediation as needed. At places of
ground flaring, the overhead flaring stack with knockout drums shall
be installed to minimize gaseous emissions during operation.

e Fire fighting equipments are provided as per the provision of OISD-
189

» Soil remediation is not required as there is no oil spillages associated
with CBM gas extraction

e Overhead flaring of sufficient height is provided at well sites where
required

13

To prevent underground coal fire, preventive measures shall be taken
for ingress of ambient air during withdrawal inside the coal seams by
adopting technologies including vacuum suction. Gas detectors for
the detection of CH, and H,S shall be provided.

There is no possibility of ingress of air into coal seams during CBM
operations



















